
                                                                                                              

 

 
 

AUTO BREEZE  
COTTON 
CANDY 
MACHINE                                              

                                                                                                       

Items Include: 

• Main Motor & Metal Floss Bowl   

• Mesh Stabilizer with clips (5)                                               

•   Pink bubble cover 

• ****DO NOT THROW OUT THE MESH AND CLIPS OR YOU WILL INCUR  

A REPLACMENT COST **** 

 
Electrical Requirements: 

This candy floss machine is ready to plug into a 15 amp., 120 volt/60 cycle standard wall receptacle.  The power supply cord 

is equipped with a machine ground. For safety, always plug the machine into a grounded receptacle. The use of extension 

cords is not recommended due to safety concerns and the floss machine’s performance may be affected.            
 
SETUP FOR USE:                                                                                                                                                                                   

 
 

 

 

Floss Stabilizer Instructions: Unit must be OFF, and cool to install Floss 

Stabilizer. Place Floss Pan on unit and install Whirl Grip Floss Stabilizer as shown 

below. Kit includes: Floss Stabilizer/screening, and (5) Whirlgrip Clips. Clips are 

designed to provide air space between screening and floss pan. 

 

                                                                                                                                 

In operation, the floss will collect on the 

FLOSS STABILIZER. If the floss collects 

“low” on the stabilizer, twist the front 

(leading) edge of the floaters down. You get 

more lift and the floss will collect higher. 

Form floaters as shown. This creates a  

lifting action to float the floss higher 

 

 

You can also check out the following YouTube link,  https://youtu.be/Y2wnjw7877w?si=5y84hVlpP3Pkw21K 

 

 



CONTROLS AND THEIR FUNCTIONS: 

 

POWER SWITCH: Two position, ON/OFF lighted rocker switch - supplies 

power to the Candy Switch. The green switch light ON indicates there is 

power to the unit.  

 

Immediate Power Off: To bypass the cooling cycle and immediately remove 

power from the machine, turn the Power Switch OFF.  

 

CANDY SWITCH: Two position, lighted rocker switch - turns the motor 

and heating element ON/OFF. When turned OFF, the cooling cycle will start. After one (1) minute the cooling cycle 

completes, and the spinner head will stop rotating. Cooling is necessary to keep carbon from forming in the spinner head.  

 

AUTO COOLING INDICATOR LIGHT: When lit, this amber light indicates the unit is in the cooling cycle. During the 

cooling cycle the spinner head will remain spinning. If the Auto Cooling Light is blinking during machine operation, it 

indicates there is a low voltage supply to the machine. The machine may not operate properly. 

 

Floss Machine Operation: 

 

1. Follow the guidelines described in the Electrical Requirements Section for supplying power to machine.  

2. With the Candy Switch OFF, turn the Power Switch ON. The spinner head will not start to rotate.  

3. With the spinner head stopped, pour floss sugar into the spinner head. Always fill it 90% full with sugar. This 90% level 

is necessary to obtain a balanced condition in the floss head. DO NOT OVERFILL!  

IMPORTANT: NEVER add sugar when motor is running.  

4. Turn the Candy Switch ON. The spinner head will rotate and heat. After about 30 seconds the machine will start to make 

cotton candy.  

5. When the spinner head needs to be refilled with sugar, or to stop making cotton candy, turn the Candy Switch OFF. The 

cooling cycle will start. After 1 minute the cooling cycle completes, and the spinner head will stop rotating. When the 

spinner head is stopped, refill with floss sugar. Turn the Candy Switch ON, and continue to make cotton candy.  

 

Note: During the cooling cycle the spinner head will remain spinning. Cooling is necessary to keep carbon from forming in 

the spinner head. DO NOT use the Power Switch for normal operation of the machine. This will bypass the cooling cycle.  

IMPORTANT: Failure to cool down the floss head could result in leaving melted sugar in the floss head. If the motor is 

restarted, this melted sugar will exit the floss head and could cause burns.  

In addition, sugar left in the floss head may smoke or cause carbon build up.  

Immediate Power Off: To bypass the cooling cycle and immediately remove power from the machine, turn the Power 

Switch OFF. 

 

Making Floss: 

 

Pick a cone; if it sticks in the stack of cones, twist it off the 

stack. 

Hold an inch or two of the pointed end of the cone between 

two fingers and a thumb. With a light flicking action, roll 

cone in the web of floss building up in the pan. Lift the 

cone up with the ring of floss attached and rotate the cone to 

wrap the floss. DO NOT roll floss while the cone is inside 

the pan. This will pack the floss too tightly. 

If the floss fails to stick to the cone, pass the cone near the 

spinner head to pick up a “starter” of melted sugar. Lift the cone out of the pan and wrap the floss with a "figure eight" 

movement of the hand. This leaves giant pockets and makes the final product appear larger. Make sure room humidity is not 

too high, or product will be "heavy". 
 

Shut Down Procedure: 1. When completing operation for the day, run the floss head completely empty of sugar. 2. Turn the 

Candy Switch OFF. The cooling cycle will start. When the cooling cycle completes, the spinner head will stop rotating. 3. 

When the spinner head is stopped, turn the Power Switch OFF.  

4. NEVER put water in the floss head. 

• Do NOT put hands or objects in rotating spinner head!   Operator should ALWAYS wear eye protection! 

• Do NOT fill Spinner Head with sugar while it is rotating!  Use ONLY floss cone to collect cotton candy. 

You can also check out the following YouTube link, https://youtu.be/Y2wnjw7877w?si=5y84hVlpP3Pkw21K 


